605

PLUG WITH Galv

"Hex SOCKET"

SET SCREW. LUBRICATE THREADS

WITH GRAPHITIZED GREASE

TOP OF FINISHED

STEEL STUD

RAILING \\\

SEE
NOTE 1

%" STEEL PLATE. DRILL 4 HOLES
AT SPECIFIED BOLT CIRCLE AS

SHOWN IN TABLE BC. GALVANIZING
OF PLATE NOT REQUIRED

ANCHOR PLATE

/8 Min, Typ

FOR IMMEDIATE
INSTALLATION

DETAIL B-1

nle
XX >
N

Hex COUPLING NUT

34" LONG BOLT

FOR FUTURE FOR INSTALLATION
INSTALLATION ON_FUTURE ANCHORAGE
WITH PLUG WITH STUD
DETAIL B-2 DETAIL B-3

ELECTROLIER ANCHORAGES

DETAIL B

AXIS OF LUMINAIRE
MAST ARM

BOLT CIRCLE,

SEE TABLE BC

ANCHOR PLATE

DETAIL A
TABLE BC
TypE| BC = BOLT[ANCHOR BOLT|COUPLING NUT SET SCREW
CIRCLE DIAMETER |BASIC LENGTH|LENGTH DETAIL B-2
15 10" 1" 3" 15"
21 1" 37" 1%"

AFTER PLUMBING STANDARD, PLACE
MORTAR ALL AROUND BOLTS. FINISH
AT A 45° SLOPE, EXCEPT IT MUST BE
VERTICAL DROP IN PAVED AREAS AND

ON TOP OF BRIDGE RAIL\/

ANCHOR PLATE

Diot] counTy ROUTE POST MILES FHEET TOTAL

TOTAL PROJECT | No. [SHEETS

REGISTEBED CIVIL ENGINEER

May 31, 2018
PLANS APPROVAL DATE
THE STATE OF CALIFORNIA OR ITS off/rfﬁs
OF AGENTS SHALL NOT BE RESPONS/EL
THE ACCURACY OR COMPLETENESS OF 504NN[H
COPIES OF THIS PLAN SHEET.

NOTES:

1. Anchor bolt or stud length shall be such that thread
extends 2" maximum above nut on level base plate
after grouting. See Detail N.

N

. Electrolier anchor bolts shall be held in position for
pouring by means of anchor plates and suitable templates.
Deviation from the true position, vertical and height
shall not exceed Yg".

3. See railing sheets for reinforcement and structural
details at electroliers and pull boxes.

(TOP OF FINISHED RAILING

LEAVE CENTER VOID
PROVIDE ¥," DRAIN HOLE 4 SIDES

GROUTING AT ELECTROLIER

f

STATE OF CALIFORNIA
DEPARTMENT OF TRANSPORTATION

ELECTRICAL SYSTEMS
(ELECTROLIER ANCHORAGE AND
GROUTING FOR
TYPE 15 AND TYPE 21
BARRIER RAIL MOUNTED)

NO SCALE
ES-6B
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